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SECTION SF 30 BLOCK 14 CONTINUATION PAGE

SUMMARY OF CHANGES

SECTION SF 30 - BLOCK 14 CONTINUATION PAGE

The following have been added by full text:
QUESTIONS AND ANSWERS
QUESTIONS AND ANSWERS

1. How are the test weights going to be handled? Forklift, crane hook or both?
Al Weight will be handled by both means.

2. If using a crane hook do you want a single lifting eye or a 4 point pickup?

A2 Weights shall be designed to be handled with Kevlar/Nylon slings in a basket configuration. The
accommodations for the slings shall be consistent for each weight such that the slings will interface with each
weight while in a stacked configuration. The desire is to be able to easily change the weight of the stack, i.e. to
lift 200,000 Ibs from off the top of the 299,000 Ib stack in one crane lift.

3. Are the test weights to be stackable? If stackable or interchangeable provide all combinations.
A3 The test weights should be stackable and interchangeable in any combination.
4. Avre the test weight's going to be interchangeable or will they always be lifted in same sequence?

A4 The weights shall be interchangeable.

5. Are the any size restrictions?
A5 The weights must fit on a standard flatbed trailer. Neither dimension shall exceed 96”
6. Do you want all steel weights or lead filled steel weights?

A6 Both are valid options.

7. Have funds be allocated to this RFQ or is this a budgetary quote to obtain funding?

A7 The purpose of this RFQ is to acquire the crane test weights. Funds have been allocated.
8. What is the time frame needed? Is delivery critical?

A8 Delivery required by October 1%, 2016.

9. What is the ship to address with city, state/province and zip/postal code?

A9 USS Thomas Jefferson drive, Kings Bay, GA, 31547

10. Are there any weight tolerances to be concerned about?
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Al10. The weights that are listed in the scope of work are nominal and a tolerance of 2% is acceptable.
However, per the scope of work, the ACTUAL weight shall be stenciled on each piece.

11. For the 11 each - 20,000 -Ib test weights, Is there a preferred size that the user will specify. We can make
the test weight length and width (which determines the thickness) in multiple configurations. A "less than"
dimension for each length and width would be helpful. Note: The greater the length and width the less the overall
"stack height" will be.

A.11  Must be able to fit on a standard flatbed trailer. Neither the length nor width shall exceed 96”

12. Also if the user is handling the test weights with a forklift, how much space is required between each
weight to accommodate the fork thickness? Generally we allow only as much clearance as required to lower the
overall "stack height".

Al2. Weights shall be designed to be handled with a forklift. Weights shall accommodate forklift blades
with zero clearance between the weight bodies. This may be accomplished with cutouts/pockets in the weight
body or at the edge of the weights.

Our forklift dimensions are: 20K - 13-04726 - tip of blade 1/2"" thick and tapers up to 2.5 thick, 7.75"
wide, 4.75™ Minimum spread, 71.75" max spread, capacity at 24" from carriage=20,000lbs. Capacity
at 48" from carriage=14,350lbs. Both capacities at 212.75™ high.

""30K" - 13-69675 - tip of blade 1/2" thick and tapers up to 4" thick, 9.5" wide, 23" Minimum spread, 76"
max spread, capacity at 48" from carriage=30,000lbsat 212.75" high.

13. Our Standard test weight provide an interlocking system for lifting as well as transporting of stacked
weights so that the weight cannot "slide" off the top of the weight on which it is sitting. Are interlocks
desired/required? These lock the weight together as well as provide self alignment.

A.13  The weights shall provide a means to self-align and prevent movement during transport and
handling. This self-alignment is to be passive. An interlocking system with additional pieces (pins) is not
desired.

14, Our standard test weights provide round sides so that "softeners" are not required when hoisted by the
crane. Are "softeners" included in the test weight design desired/required?

Al4. A rounded edge to preclude the use of chafing material to protect slings is required in the design.

15. Could you tell us if the steel component of the test weight is required to be manufactured in the US (or its
allies - such as the EU)? Would this form part of the "(41) 52.225-1, Buy American - Supplies" requirement in the
RFP?

Al15.  The steel component has to be in compliance with the Buy American Act-Supplies
16.  Total stacked height?

A16. Not to exceed 17ft.
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(End of Summary of Changes)



